
Technical details Mondo Mondo Twin Matic Matic Twin

Capacity 2 decanters (24 cups) 4 decanters (48 cups) 2 decanters (24 cups) 4 decanters (48 cups)

Throughput per hour 230V approx. 18 L (144 cups) approx. 28 L (224 cups) approx. 15 L (120 cups) approx. 24 L (192 cups)

Throughput per hour 400V - approx. 36 L (288 cups) - approx. 30 L (240 cups)

Brewing time 230V approx. 5 min. /
1 decanter

approx. 6 min. /
2 decanters

approx. 6 min. /
1 decanter

approx. 7 min. /
2 decanters

Brewing time 400V - approx. 5 min. /
2 decanters - approx. 6 min. /

2 decanters

Rated power 230V~ 50/60Hz 2140W 3460W 2140W 3460W

Rated power 400V 3N~ 50/60Hz - 4280W - 4280W

Dimensions (w×d×h) 195x406x446 mm 404x406x446 mm 195x406x446 mm 404x406x446 mm

Water supply no no yes yes

1 cup = 0.125 litres, 1 decanter = 1.7 litres
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■ Mondo ■ MaticFreshly brewed aromatic filter coffee from Bravilor 

Bonamat’s professional quick filter machines!

The product range includes machines, which allow 

quick and easy operation for any location with piped 

water supply or not. High-quality stainless steel with 

black contrast colour gives the machine a smart 

appearance.

Quick filter: delicious, freshly brewed 
filter coffee
• Operation with LED lighting

• Various models requiring piped connection to the 

 water supply or not

• “Coffee ready” signal

• Descaling indicator signal

• Stainless steel filter pan

• Self-regulating hot plates keep the coffee at the 

 right temperature

You will find Bravilor Bonamat quick filter machines 

everywhere!

 The HP self-regulating hot 

plates can be placed anywhere, 

as it is a stand-alone unit. The 

hot plates of the HP can be 

switched on or off individually.

This range of products offers convenience and high-quality 

design. It can be used in any location where freshly brewed 

filter coffee is required. There are no restrictions on positioning 

the Mondo — with manual filling, it requires no piped water 

supply. An indicator lamp confirms that the machine is filled 

with water. The two self-regulating hot plates keep the coffee at 

the perfect temperature. Even if the decanters are only part 

filled the hot plates still ensure optimal coffee quality.

The Mondo Twin offers double the 

capacity; with its double brewing 

system it can brew large quantities 

of coffee. The filling opening of the 

Mondo is at the front of the machine. 

Convenient and ergonomic!



■ Matic ■ TH

The piped connection to the water supply ensures that the 

Matic is automatically filled with water. Accurate sensing of the 

water level guarantees the coffee quality. Naturally you have 

the option of making just half a decanter of coffee. The 

controls with LED light allow you to choose from a number of 

pre-programmed quantities. Signals indicate when the coffee is 

ready and also when the machine needs descaling. The 

configuration with high-quality filter pan and integrated hot 

plates makes this a really all-round and user-friendly machine.

Operation and maintenance take 

very little time. The Matic Twin has 

two brewing systems and allows 

you to store four decanters.

The TH brews coffee directly in the Airpot Furento dispensing 

unit, so you can serve fresh filter coffee at any location. The 

Bravilor Bonamat Airpot Furento keeps the coffee fresh at the 

optimum quality for an extended period.

The TH has a filler opening for manual filling with water, 

whereas the THa can easily be connected to the piped water 

supply, so the TH series is suitable for any location. High 

quality materials are used throughout, as you would expect 

from Bravilor Bonamat. The quick filter machine is designed 

for a long working life with 

low maintenance.

The Airpot Furento dispensing unit 

is available in a choice of colours.

 Extra sturdy models of the 

Mondo and Matic are also 

available; these are suitable 

for use on board ships.

 The Airpot station offers space 

for two Airpot Furento units, 

sugar and milk. Perfect for 

any coffee corner!
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Options for Mondo, Matic and 
TH-series
• Stainless steel filter pan for making tea

• Stand-alone HP self-regulating hot plates

• Extra sturdy models for use on ships (Mondo/ 

 Matic)

• Stand-alone WHK cup heater to keep cups warm

• Water filter for optimum water quality (Matic/THa)

Additional options for the TH-series
• Airpot Furento dispensing unit

• Moulded Airpot station for two Airpot units 

 and their accessories

• Airpot drip-tray to keep the working area clean

We recommend
• Bravilor Bonamat filter paper

• Bravilor Bonamat Renegite for descaling

• Bravilor Bonamat Cleaner for cleaning

Technical details Mondo Mondo Twin Matic Matic Twin

Capacity 2 decanters (24 cups) 4 decanters (48 cups) 2 decanters (24 cups) 4 decanters (48 cups)

Throughput per hour 230V approx. 18 L (144 cups) approx. 28 L (224 cups) approx. 15 L (120 cups) approx. 24 L (192 cups)

Throughput per hour 400V - approx. 36 L (288 cups) - approx. 30 L (240 cups)

Brewing time 230V approx. 5 min. /
1 decanter

approx. 6 min. /
2 decanters

approx. 6 min. /
1 decanter

approx. 7 min. /
2 decanters

Brewing time 400V - approx. 5 min. /
2 decanters - approx. 6 min. /

2 decanters

Rated power 230V~ 50/60Hz 2140W 3460W 2140W 3460W

Rated power 400V 3N~ 50/60Hz - 4280W - 4280W

Dimensions (w×d×h) 195x406x446 mm 404x406x446 mm 195x406x446 mm 404x406x446 mm

Water supply no no yes yes

1 cup = 0.125 litres, 1 decanter = 1.7 litres

Technical details TH THa 

Capacity 2.2 L 2.2 L

Throughput per hour approx. 19 L (152 cups) approx. 18 L (144 cups)

Brewing time approx. 7 min. / 2.2 L approx. 8 min. / 2.2 L

Rated power 230V~ 50/60 Hz 2310W 2310W

Dimensions (w×d×h) 235x406x545 mm 235x406x545 mm

Water supply no yes

1 L = 8 cups

QUICK FILTER

The taste of quality worldwide

www.bravilor.com

Your Bravilor Bonamat dealer


